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POWERLATCH COUPLER

PROVEN TWINLOCK DESIGN
SUITABLE FOR EXCAVATORS FROM 3.5 TO 120 TONNE




POWERLATCH COUPLER

AWARD-WINNING HYDRAULIC TWINLOCKING QUICK COUPLER

SUITABLE FOR EXCAVATORS FROM 3.5 TO 120 TONNE.

The Miller PowerlLatch Coupler is a proven design manufactured by the
world's leading authority on pin grabber quick coupler technology. Our patent-
ed and exclusive Automatic Blocking System (ABS) prevents the accidental
release of an attachment. In the unlikely event of a hydraulic failure or driver
error, buckets cannot be dropped or swung dangerously on the front pin.

POWERLATCH COUPLER

DESIGNED TO PERFORM

The Miller PowerLatch coupler allows you to eliminate extra
equipment on your jobsite as the variable pin centre design
allows you to easily pick up and swap the widest range of OEM
attachments from the comfort and security of your cab.
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LIFTING EYE HIGH-STRENGTH CAST DESIGN

GLOBAL COMPLIANCE LOW PROFILE

DUAL ABS INDEPENDENT BACK UP
SYSTEM, WHICH ENSURES

100% CAST FROM HIGH
TENSILE STEEL, DELIVERING

MEETS ALL RELEVANT GLOBAL TURN YOUR COMPACT A SHORTER PIN TO POINT CAST LIFTING EYE LOCATED IN THE
CENTRE OF THE REAR COUPLER FOR

LEGISLATION, INCLUDING EN474, EXCAVATOR FROM A DIGGING MEASUREMENT DELIVERS
MACHINERY DIRECTIVE 2006/42/ MACHINE TO A MULT-TOOLED MAXIMUM BREAKOUT FORCE FOR MAXIMIMUM STRENGTH AND LIFTING EXCEPTIONAL HIGH STRENGTH THE ATTACHMENT REMAINS
EC, AS4772 AND CARRIER MAXIMISING MACHINE GREATER CAPACITY. PERFORMANCE. SECURELY ENGAGED.
1S0 13031, UPTIME. PRODUCTIVITY.
Model P R R3 R4 R5 R6 R7 R8 R9
Excavator Weight 3.5T o 69T 10-157 16-18T 19217 22277 28-35T 36-45T
Pin Diameter (mm) 40 45 50 &60 60865 70 & 80 80 80890 90 & 100 100& 110
Pick up range () 179200 220-265 260317 (S0mm) 345415 (60mm) "376-472 (70mm) 430520 443-520 (80mm) "482-602 (90mm) "536-630 (100mm)
290-320 (60mm) 355-420 (65mm) 391-477 (80mm)’ 458-525 (90mm)" 500-607 (100mm)" 542-608 (110mm)"
Weight 30kg 55kg 93kg 180kg 263kg 310kg 493kg 562kg 850kg
CASE CX57C CASE CX75/CX80 CASE CX130DCX145DSR
CASE CX160D/CX180D CASE CX210D CASEgggggéi‘;izg%§50D/ CASE CX350D CASE CX370D/CX490D
CASE CX30C/CX33C/CX37C CAT 305.5/305E CAT 307/308D&E CAT 311F/313F
CAT 315F,/316F/318F CAT 320F/323F CAT 325/326F CAT 330/335 CAT 336/340F

OEM Capability

CAT 303/303.5
HITACHI ZX26U/ZX33UZX38U
JCB 8040/8045/8050/8055
KOBELCO SK30/SK35
KUBOTA K35/U36/KX40

TAKEUCHI TB230/TB235

VOLVO EC35/ECR40D

MILLERGROUNDBREAKING.COM

DOOSAN DX55/DX62, DX63

HITACHI ZX48/2X55/AX60

KOBELCO SK45/SK55
KOMATSU PC40/45/50/55
KUBOTA U45-3/U50-3/KX161-3

LIUGONG 904 C/D

SANY SY50C
TAKEUCHI TB250
VOLVO EC45/EC50/ECR50D

HITACHI ZX65/2X70/ ZX85

HYUNDAI R80-9

KOBELCO SK75/SK85
KOMATSU PC80/PC88
KUBOTA KX080

LIUGONG 908C/D

NEW HOLLAND E60C
TAKEUCHI TB260
VOLVO ECR88

DOOSAN DX140/160/DX140W

HITACHI ZX130/ ZX135

HYUNDAI R125/HX130/HX140/ HX145
JCB JS130/131/JS140Z/141
KOBELCO SK140

KOMATSU PC118/PC130/PC138/
PW140/PW148

LIUGONG 915D
SANY SY135C
TAKEUCHI TB295W

VOLVO EC140E, ECR145E

40 YEARS OF

HITACHI ZX160
HYUNDAI' HX160/HX180

JCB JS160/JS180

KOBELCO SK150/ED160/
SK180

KOMATSU PC160/PC170/
PC180

NEW HOLLAND E175C/
E195C

VOLVO EC160E/ECT80E

DOOSAN DX180/DX225

HITACHI ZX180/ ZX190/
ZX200/ZX210/ ZX225

JCB JS190/J5210/220X

KOBELCO SK200/SK210/
SK230

KOMATSU PC210/PC215

LIUGONG 922D/E

NEW HOLLAND E215C/E245C

SANY SY215C

VOLVO EC220E

INNOVATION

DOOSAN DX225/DX290/DX300
HITACHI ZX240/2X250/2X280
HYUNDAI HX220/HX235/HX260

JCB JS240/JS260

KOBELCO SK260/SK270

KOMATSU PC228/PC230/
PC240/PC290

LIUGONG 925D/E/930E

NEW HOLLAND E265C

SANY SY235C

VOLVO ECR235E/ECR250E/EC300E

DOOSAN DX340
HITACHI ZX300/ZX330/ZX350
HYUNDAI HX300/330/380/430

JCB JS300/JS330/JS370

KOBELCO SK300/SK330/SK350

KOMATSU PC350/PC360/PC365

LIUGONG 936D

NEW HOLLAND E305C/E385C

SANY SY335C
VOLVO ECR355E

DOOSAN DX420
HITACHI ZX400/ZX470/2X490
HYUNDAI HX480

JCB JS460
KOBELCO SK380/SK400
KOMATSU PC450/PC490

LIUGONG 945E/950E

NEW HOLLAND E485C

SANY SY215C
VOLVO ECR380E/EC480E
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